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集成多圈绝对值编码器一体式智能步进电机-MSME57
 Integrated multi-turn absolute encoder integrated smart stepper motor-MSME57

多圈绝对值一体化步进电机,可选支持多圈绝对值编码器、单圈绝对值编码
器可实现步进电机无丢步高精度控制与掉电位置记忆，找零无需传感器，采用IP64封闭
式航空接插件，一体化步进电机提供基于CAN总线控制/Modbus控制和的多种型号选
择，可以轻松实现多达多个节点的工控网络系统。

Multi-turn absolute value integrated stepper motor, optional support for multi-turn 
absolute value encoder, single-turn absolute value encoder, can realize 
high-precision control of stepless motor without losing steps and power failure 
Position memory, no change required, no sensor, IP64 enclosed aviation 
connector, integrated stepper motor provides multiple models based on CAN 
bus control and different current levels, which can easily achieve industrial 
control network systems with multiple nodes.

• Integrated closed-loop stepper motor  一体式闭环步进电机
• Absolute encoder 绝对值编码器
• No need zero point sensor 无需零点传感器
• Power on and run 上电即可运行
• Control via CANopen / Modbus  CAN总线/Modbus控制接口
• Support speed, relative positioning, absolute positioning, PVT

interpolation mode, etc 支持速度，相对定位，绝对定位，PVT插补模式等

Feature

VERSIONS

订货代号 ORDER IDENTIFIER

MSME5718H56D8M
=5718 series absolute stepper servo
=5718系列绝对值一体式步进伺服

H56
=Motor height 
=电机高度

D8=直径8mm D形轴   |   8mm D-CUT 
R8=直径8mm 圆轴   |   8mm Round shaft

M=Modbus
C=CANopen

* Please contact sales for derivative
products

调试工具Debug tools 

Click for free download

https://www.yanlanmc.com/support/
downloads/category/software.html

For more use information, please visit

https://www.yanlanmc.com/support/
application-notes.html

可选配件 ACCESSORIES

ZK-J2-500  
=Power Cable 500mm 
*Length can be customized

ZK-J10-500  
=Control Cable 500mm 
*Length can be customized

集成多圈绝对值编码器一体式智能步进电机-MSME57
 Integrated multi-turn absolute encoder integrated smart stepper motor-MSME57

DIMENSIONS (IN MM)

MSME5718H..

TORQUE CURVE

5718H41
*AT 48V
*Without encoder

TORQUE CURVE

MSME5718H41

2.8

550

0.7

1.4

120

0.45

78.5

12-48V DC

Multi-turn 12-bit

系列代码 Series models

相电流 Current per Winding A

静⼒矩 Holding Torque mN.m

相电阻 Resistance per Winding  Ohm

相电感 Inductance per Winding  mH

转⼦惯量 Rotor Inertia  gcm²

电机重量 Weight kg

电机⾼度 Length “L+H“  mm

操作电压 Operating voltage V

反馈装置 Feedback

MSME5718H51

2.8

1000

0.83 

2.2

275

0.65 

88.5

12-48V DC

Multi-turn 12-bit

MSME5718H56

2.8

1260

0.9

2.5

300

0.7

93.5

12-48V DC

Multi-turn 12-bit

MSME5718H76

2.8

1890

1.13

3.6

480

1.0

113.5

12-48V DC

Multi-turn 12-bit

MSME5718H115

2.8

3000

2.1

10

650

1.8

153.5

12-48V DC

Multi-turn 12-bit



5718H115
*AT 48V
*Without encoder
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集成多圈绝对值编码器一体式智能步进电机-MSME57
 Integrated multi-turn absolute encoder integrated smart stepper motor-MSME57

TORQUE CURVE

5718H56

TORQUE CURVE

5718H76
*AT 48V
*Without encoder

TORQUE CURVE
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便签
Memo

注意事项：本样册中的所有信息均为参考值。因检测和测量⽅法不同，可能存在偏差。请直接联系我们,以了解详

细信息。我们原则，上保留技术变更的权利。

Attentions : All figures are approximate va lues. Variations are possible and may arise for example due to 

non- standardized inspection and measurement methods. For more detailed information,please contact us 

directly. Fulling Motor company always reserves the right to make technical modifications

*注意事项：高速应用建议使用48V电压供电。

*NOTE: For high-speed applications, 48V is recommended.



5718H51
*AT 48V
*Without encoder
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集成多圈绝对值编码器一体式智能步进电机-MSME57-IP
 Integrated multi-turn absolute encoder integrated smart stepper motor-MSME57-IP

多圈绝对值一体化步进电机,可选支持多圈绝对值编码器、单圈绝对值编码
器可实现步进电机无丢步高精度控制与掉电位置记忆，找零无需传感器，采用IP64封闭
式航空接插件，一体化步进电机提供基于CAN总线控制/Modbus控制和的多种型号选
择，可以轻松实现多达多个节点的工控网络系统。

Multi-turn absolute value integrated stepper motor, optional support for multi-turn 
absolute value encoder, single-turn absolute value encoder, can realize 
high-precision control of stepless motor without losing steps and power failure 
Position memory, no change required, no sensor, IP64 enclosed aviation 
connector, integrated stepper motor provides multiple models based on CAN 
bus control and different current levels, which can easily achieve industrial 
control network systems with multiple nodes.

• Integrated closed-loop stepper motor  一体式闭环步进电机
• Absolute encoder 绝对值编码器
• No need zero point sensor 无需零点传感器
• Power on and run 上电即可运行
• Control via CANopen / Modbus  CAN总线/Modbus控制接口
• IP64 protection IP64防护等级
• Support speed, relative positioning, absolute positioning, PVT

interpolation mode, etc 支持速度，相对定位，绝对定位，PVT插补模式等

Feature

VERSIONS

订货代号 ORDER IDENTIFIER

MSME5718H56D8M-IP
=5718 series absolute stepper servo
=5718系列绝对值一体式步进伺服

H56
=Motor height 
=电机高度

D8=直径8mm D形轴   |   8mm D-CUT 
R8=直径8mm 圆轴   |   8mm Round shaft

M=Modbus
C=CANopen

* Please contact sales for derivative
products

调试工具Debug tools 

Click for free download

https://www.yanlanmc.com/support/
downloads/category/software.html

For more use information, please visit

https://www.yanlanmc.com/support/
application-notes.html

可选配件 ACCESSORIES

M12-A-4-2000  
=Power Cable 2m 
*Length can be customized

M12-A-4-2000   
=CAN Cable 2m 
*Length can be customized

M12-A-8-2000 
=IO Cable 2m 
*Length can be customized

集成多圈绝对值编码器一体式智能步进电机-MSME57-IP
 Integrated multi-turn absolute encoder integrated smart stepper motor-MSME57-IP

DIMENSIONS (IN MM)

MSME5718H..

TORQUE CURVE

5718H41
*AT 48V
*Without encoder

TORQUE CURVE

MSME5718H41

2.8

550

0.7

1.4

120

0.45

78.5

12-48V DC

Multi-turn 12-bit

系列代码 Series models

相电流 Current per Winding A

静⼒矩 Holding Torque mN.m

相电阻 Resistance per Winding  Ohm

相电感 Inductance per Winding  mH

转⼦惯量 Rotor Inertia  gcm²

电机重量 Weight kg

电机⾼度 Length “L+H“  mm

操作电压 Operating voltage V

反馈装置 Feedback

MSME5718H51

2.8

1000

0.83 

2.2

275

0.65 

88.5

12-48V DC

Multi-turn 12-bit

MSME5718H56

2.8

1260

0.9

2.5

300

0.7

93.5

12-48V DC

Multi-turn 12-bit

MSME5718H76

2.8

1890

1.13

3.6

480

1.0

113.5

12-48V DC

Multi-turn 12-bit

MSME5718H115

2.8

3000

2.1

10

650

1.8

153.5

12-48V DC

Multi-turn 12-bit



5718H115
*AT 48V
*Without encoder
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集成多圈绝对值编码器一体式智能步进电机-MSME57-IP
 Integrated multi-turn absolute encoder integrated smart stepper motor-MSME57-IP

TORQUE CURVE

5718H56

TORQUE CURVE

5718H76
*AT 48V
*Without encoder

TORQUE CURVE
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便签
Memo

注意事项：本样册中的所有信息均为参考值。因检测和测量⽅法不同，可能存在偏差。请直接联系我们,以了解详

细信息。我们原则，上保留技术变更的权利。

Attentions : All figures are approximate va lues. Variations are possible and may arise for example due to 

non- standardized inspection and measurement methods. For more detailed information,please contact us 

directly. Fulling Motor company always reserves the right to make technical modifications

*注意事项：高速应用建议使用48V电压供电。

*NOTE: For high-speed applications, 48V is recommended.


	空白页面
	空白页面
	空白页面



